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Crisp thermal images - 320 x 240 pixels
Both the PTZ-35x140 MS and SR-35x140 MS 
provide crisp, clear thermal imaging, in total 
darkness, smoke and light fog. 

Two thermal imaging cameras
Both systems are equipped with two separate 
thermal imaging cameras. One has a 35 mm 
wide angle lens, the other has a 140 mm 
narrow field of view lens.

Integrated long range daylight / 
lowlight camera with continuous zoom
With the touch of a button you can switch 
between the infrared and the 2 Lux daylight / 
low light camera. It provides you additional 
information and identification when 
conditions permit. The daylight camera has 
an up to 26 times optical zoom. Displaying 
both the thermal image and the daylight 
image at the same time is also possible via 
Ethernet.

Continuous zoom - Foveal View
The PTZ-35x140 MS and SR-35x140 MS 
feature a completely new concept in image 
presentation based on the foveal vision of the 
human eye. Foveal vision allows the operator 
to enjoy a wide angle view for situational 
awareness while maintaining a high resolution 
area in the center of the screen for object 
identification and tracking. The PTZ-35x140 
MS and SR-35x140 MS accomplish this with 
two independent thermal cameras and a 
unique patented image processing technique 
that provides both the foveal imaging mode 
as well as a continuous zoom between the 
wide and narrow fields of view.

Multiple installation options
Various options exist to connect the PTZ- 
35x140 MS and the SR-35x140 MS and 
integrate them in your existing CCTV 
infrastructure providing early detection and 
visibility 24/7 all year round. They can be 

PTZ-35x140 MS / SR-35x140 MS
Multi-Sensor Systems combining 2 thermal imaging cameras and a daylight camera

The PTZ-35x140 MS and SR-35x140 MS have proven their value in numerous 
security and surveillance installantions. They are powerful, multi-sensor, 
mid-range, thermal imaging systems. They feature two thermal imaging cameras 
and one daylight / low light camera. One thermal imager has a wide angle 
fi eld-of-view and is ideal for situational awareness. The other with the 
narrow fi eld-of-view is designed for mid-range target recognition.

configured for stand alone use, as part of a 
network or in a hybrid configuration with local 
and network based control:

-  Analog configuration:
 Simply connect the PTZ-35x140 MS or 

SR-35x140 MS over RS-422 to a remote 
control panel. Pelco D commands are used 
for common Pan/Tilt/Zoom functions. A 
video cable can be connected to any existing 
multi-function display that accepts composite 
video. 

-  TCP/IP configuration:
 The PTZ-35x140 MS and SR-35x140 MS 

can be integrated in any existing TCP/
IP network and controlled over a PC. No 
additional cables are required. Using this 
configuration, you can monitor all activity 
over the internet, even when you are 
thousands of kilometers away. 

PTZ-35x140 MS only

Fast, precision “Pan/Tilt”
Intuitive joystick operation allows the operator to see 360° horizontal 
and +/-60° vertically, offering superb situational awareness. 
No special training is required to use the PTZ-35x140 MS.

Radar Connection – “Slew to cue”
The PTZ-35x140 MS can be connected by the integrator to a radar 
system. If the radar detects an object, the PTZ-35x140 MS will 
automatically turn in the right direction and give you a visual image 
so that you can instantly see what the blip on the radar screen really 
means.
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Easy to use
FLIR Sensors Manager is a commercial “Out 
of the Box” software. Fully designed and 
supported by FLIR Systems, this application 
guaranties an intuitive and simple user 
experience. Just install the software and you 
will be ready to use it immediately. You can 
even tailor the layout to your own needs.

Different versions available
FLIR Sensors Manager is available in two 
different versions: Basic and Pro. Depending on 
your exact needs and your security network, 
you can choose the version that best fits your 
system’s requirements. A free demo version is 
available and can be downloaded from our 
website.

A version to manage one sensor in a TCP/
IP network comes standard with every FLIR 
Systems thermal imaging camera.

FLIR Sensors Manager

FLIR Sensors Manager offers powerful and efficient management capabilities for any security 
installation with FLIR Systems thermal imaging cameras. FLIR Sensors Manager allows to 
automatically locate FLIR Systems thermal imaging cameras in the network and to easily control 
them. Just connect the thermal imaging camera to the network, install FLIR Sensors Manager 
and hit the “discover” button and you will be able to manage and control the camera. Thanks 
to FLIR Sensors Manager, the management of FLIR Systems thermal imaging cameras over a 
network will become extremely easy.

Pro
The Pro version of FLIR Sensors Manager 
contains all the features that are incorporated 
in the Basic version, plus a number of useful 
modes that will help you make the most out 
of your security network.

Video analytics
Allows to perform video analytics within FLIR 
Sensors Manager. It includes: 
- Video Motion Detection: FLIR’s proprietary 

algorithm will work on thermal or visible 
video in the most harsh environments.

- Target detection with alarms based on 
spatial rules like trip wires crossing or areas 
triggered by enter, exit or both events.

- Software based video-tracking of moving 
objects for control of PTZ sensors.

E-stab
Provides a steady image. Can be extremely 
useful when cameras are installed on high 
poles where they can be affected by wind or 
vibration.

Radar Cueing and radar tracks display
Allows display of real-time position and 
classification information of radar targets 
(ID, course, speed, lat/lon, classification, …) 
coming from Nexus enabled radars. Allows 
users to command cameras in advanced radar 
slave modes (ARPA tracking).

Video wall display
Allows fully configurable video mosaic layouts, 
supporting both network and analog frame 
grabber sources.

Connect a large number of sensors
Both the Basic and the Pro versions of FLIR 
Sensors Manager allow multiple users to share 
monitoring and control of up to four FLIR 
Systems thermal imaging camera. Different 
license packages to manage more than 
one camera are available. Additional sensor 
licenses can be added to manage up to 50 
sensors from a single workstation. Packages 
can be upgraded so that FLIR Sensors Manager 
can grow together with your security network.

Control a wide variety of sensors
FLIR Sensors Managers not only works together 
with FLIR Systems thermal imaging cameras.  
Using Nexus technology, it can also be used 
to control a wide variety of other sensors like 
radars, ground sensors and many others and to 
make these sensors interact with FLIR Systems 
thermal imaging cameras in so called “slew-to-
cue” configurations.

SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE 
© Copyright 2010, FLIR Systems, Inc. All other brand and product names are trademarks of their respective owners.

FLIR Systems Sensors Manager Demo, Basic and Pro: overview
Features Demo  Basic Pro
Discover sensors in the network • • •
Point-to-point sensor control: focus, pan/tilt, zoom, … • • •
Display network video • • •
Defi ne presets • • •
Manage scan lists • • •
Create panoramas • • •
Confi gure user profi les (toolbars, layout, etc) • • •
Show thermal images on multiple monitors • • •
Capture images • • •
Geo-mapping • •
Video analytics •
E-stab •
Radar cueing / radar tracks display •
Video walls •
Number of managed sensors 1 4 4
Licenses for more sensors available • • •

The following table gives an overview 
of the differences between FLIR Sensors 
Manager Bacic and Pro
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